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1.0	 Fundamentals
1.1	 Introduction
Light, the giver of life, has always held a great fascination 
for human beings. It is therefore natural that people have 
been trying to find out what light actually is, for a very long 
time. We can see it, feel its warmth on our skin but we can-
not touch it.
The ancient Greek philosophers thought light was an ex-
tremely fine kind of dust, originating in a source and cover-
ing the bodies it reached. They were convinced that light 
was made up of particles.
As human knowledge progressed and we began to under-
stand waves and radiation, it was proved that light did not, 
in fact, consist of particles but that it is an electromagnetic 
radiation with the same characteristics as radio waves. The 
only difference is in the wavelength. 
We now know, that the various characteristics of light are 
revealed to the observer depending on how he sets up his 
experiment. If the experimentalist sets up a demonstration 
apparatus for particles, he will be able to determine the 
characteristics of light particles. If the apparatus is the one 
used to show the characteristics of wavelengths, he will see 
light as a wave.
The question we would like to be answered is: What is light 
in actual fact ? The duality of light can only be understood 
using modern quantum mechanics. Heisenberg showed, 
with his famous “Uncertainty relation”, that strictly speak-
ing, it is not possible to determine the position x and the 
impulse p of a particle of any given occurrence at the same 
time.

D Dx px⋅ ≥
1
2
 (1.1.1)

If, for example, the experimentalist chooses a set up to ex-
amine particle characteristics, he will have chosen a very 
small uncertainty of the impulse Dpx. The uncertainty Dx 
will therefore have to be very large and no information will 
be given on the position of the occurrence.
Uncertainties are not given by the measuring apparatus, but 
are of a basic nature.
This means that light always has the particular quality the 
experimentalist wants to measure. We can find out about any 
characteristic of light as soon as we think of it. Fortunately 
the results are the same, whether we work with particles 
or wavelengths, thanks to Einstein and his famous formula

E m c= ⋅ = ⋅2
 w ( 1.1.2 )

This equation states that the product of the mass m of a par-
ticle with the square of its speed c corresponds to its energy 
E. It also corresponds to the product of Planck’s constant 
h = ⋅ 2p  and its radian frequency w p n= ⋅2 , In this 
case n represents the frequency of luminous radiation.

1.2	 Types of luminous radiation
In the following, radiation always means electromagnetic 
radiation. We are particularly interested in the „optical 
range “. This range starts from wavelengths of 0.1 mm to 
approx. 1 mm. The spectral range visible to the eye plays 
an important part.
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Fig. 1:  Spectral sensitivity of the human eye

Whereas the quantity of radiation in the optical range is 
usually measured in watt seconds or watts, the visible part 
of the optical radiation has its own photometric quantities 
with the basic unit known as candela (cd). It is the sixth 
variable apart from the basic quantities length (m), mass 
(kg), time (s), electrical current (A) and temperature (T), 
which were laid down at the 10th International Conference 
for Weights and Measures in 1954. In the following we will 
concentrate on the optical spectral range of electromagnetic 
radiation and first of all describe the basic regularities 
required for its deduction. In the next chapter, 1.3, we will 
examine radiation, for which the energy comes from the 
caloric content of a radiating body. This type of radiation 
is called thermal radiation and is emitted by glowing solids 
(metals, carbons, etc.) or gases at high pressures. But 
radiation can also be produced without the energy escaping 
from the caloric content of a medium, e.g. by introducing 
an electric energy (gas discharge).
In this type of radiation production, the temperature of 
the radiator (except in cases of loss mechanisms) does not 
change. Light produced in this way is known as cold light or 
luminescent radiation. The type of emission depends on the 
electronic or vibronic conditions of the atoms or molecules 
concerned. Light sources which emit light through these 
light mechanisms are an important part of modern light 
engineering. Whereas light bulbs are thermal radiators, 
fluorescent lamps, gas discharge lamps, screens and lasers 
are sources of cold light. We will discuss the regularities 
of this type of radiation in chapter 1.4. In whichever way 
light radiation is produced, the aim is to determine the 
energy E of the radiation. But in light engineering, the 
characteristics of the light source itself must be quantified 
and made measurable, which will then make it possible for 
us to compare light sources at any time and in any place in 
the world. Just as there are comparative standards for mass, 
length, etc., there are also standards for light sources. The 
definition of the standards and its corresponding units and 
measurement procedure will be explained in chapter 1.5. 

1.3	 Thermal Light
We know from our daily observations that a warm body 
emits light radiation. The higher the temperature of the 
body, the whiter the light. At the turn of the century, physi-
cists were particularly preoccupied with this phenomenon. 
They were looking for the function giving the light energy 
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of a radiant body as a function of the light wavelength λ 
and the temperature T. They presumed that the radiation 
energy was also influenced by the material characteristics 
of the body in question. Let us call these qualities Pbody. The 
function

( )E T Pbodyl, , ?= ( 1.3.1 )
had to be found which corresponded to the experimental 
data. If we consider the numerous substances which would 
radiate light when heated, it would at first seem impossible 
to derive a universal expression for E(l,T, Pbody).
In 1861 G. Kirchhoff made a crucial contribution by sim-
plifying the rational examination of radiation. The experi-
mental set up shown in Fig. 2 helps us to understand this 
extremely important Kirchoff’s law. The diagram shows 
a radiopaque covering inside which there is a ball, with a 
polished upper half and a blackened lower half. The inside 
of the covering is empty. This is to avoid effects such as 
convection and heat conduction.
At the beginning of our experiment, both the ball and the 
covering should have the same temperature T.
We know from experience that a black body emits more 
radiation than a light colored one.
We therefore expect the black half of the ball to cool off 
faster than the polished half. This means that there would 
be a difference in temperature between the black and the 
polished parts after a certain period of time.
Therefore energy can be drawn out of both parts by attach-
ing a thermo couple, for example, although no energy was 
introduced. However, this kind of “perpetuum mobile”  is 
not possible and we will have to examine the situation more 
closely.

T

T
Le1

Les

Les

Le2

Fig. 2:  Kirchhoff’s Law

The ball is also exposed to the radiation field of the cover-
ing which radiates at an irradiance of Les. The polished 
part radiates at an irradiance of Le1 and absorbs radiation 
from the covering at a degree α1. The black ball radiates 
at Le2 and absorbs radiation from the covering at a degree 
α2. The initial temperature T can only be maintained if the 
black part of the ball absorbs more radiation from the cov-
ering than the polished half. The following equation is ap-
plicable in this case:

L Le es1 1= ⋅a  and L Le es2 2= ⋅a  or ( 1.3.2 )

L L
Le e

es
1

1

2

2a a
= = ( 1.3.3 )

It can be easily concluded that the same relationship applies 
for areas on the ball which have other values for Le and 
a. This means that the relationship of the irradiance Le of 

any given thermal radiator to its degree of absorption a, 
at the same temperature, is a constant Les. This constant 
is physically important. In the limiting case, a black body 
can only have the degree of absorption a = 1. This would 
then be a case of an absolute black body which absorbs all 
radiation.
We have presumed this in our experiment for the covering 
shown in Fig. 2, since the degree of absorption on the right 
hand side of Eq.1.3.3 is identical with 1. It therefore applies 
to any temperature.
The ratio of the irradiance (Le) over the degree of absorp-
tion (α) of any given thermal radiator is equal to the irradi-
ance (Les) of the black body at the same temperature.

( )L T
L T

Te

e s( )
( )= a ( 1.3.4 )

Or, to put it in another way: 
The degree of emission in any given thermal radiator is the 
same as the degree of absorption. In the case of the absolute 
black body with the degree of absorption a =1 the degree of 
emission is e = 1.
We have not as yet considered the wavelength of the radia-
tion. Kirchhoff’s great achievement was, that he proved that 
the degree of absorption is the same as the degree of emis-
sion at a certain temperature T, and also that this relation-
ship does not depend on the wavelength l of the radiation. 
Kirchhoff proved that

( )e l l a l l, ( , )T d T d=
∞∞

∫∫
00

( 1.3.5 )

or

[ ]e l a l l( , ) ( , )T T d− =
∞

∫
0

0 ( 1.3.6 )

The following applies for every temperature and wave-
length:

e l a l( , ) ( , )T T= ( 1.3.7 )
The importance of this is stated in the following:

The radiation of any given thermal radiator is dependent on 
its absorption capacity, but not on any of its other specific 
qualities.
Thanks to Kirchhoff’s work the expression we were looking 
for (1.3.1) can now be simplified to

E T( , ) ?l = ( 1.3.8)
Kirchhoff has also given details in his work done around 
1861, on how to construct an ideal black body radiator, 
which absorbs radiation at all wavelengths and therefore 
has the highest possible degree of emission of a thermal 
radiator. He says:

“If a space is filled with bodies of the same temperature 
and no radiation can penetrate these bodies, the quality 
and intensity of the radiation cluster within the space is 
such that it seems to originate in a perfect black body of 
the same temperature and therefore does not depend on 
the constitution and form of the bodies, but only on the 
temperature.”
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Fig. 3:  Black body radiator

Fig. 3 shows the set up of a black body radiator. A tube 
made of tungsten, for instance, has a cavity (H), from which 
radiation is passed out through the diaphragms (B1) to (B3). 
The tube itself is fixed into the copper rings (R) and (L) 
through which the electric current for heating the chamber 
is introduced simultaneously.
The temperature of the cavity is determined by suitable 
means on the right hand side (R). Thermocouples can be 
used according to the temperature or the radiation law can 
be applied, which we will deduce shortly.
As simple as the experimental set up of Fig. 3 may seem, the 
derivation of the formula for spectral energy distribution 
E(l,T) was the starting point for quantum mechanics, a 
new kind of physics, which caused great excitement at the 
beginning of this century.
At that time, people had tried to find out the spectral 
distribution of light energy emitted by a black body 
theoretically. Lord Rayleigh (Philos.Mag.Vol.49 (1900) 
P.539) and J.H. Jeans (Philos.Mag.Vol.10 (1905) P.91) used 
a simple model for the absorption and emission mechanism 
as a basis, which stemmed from the laws of statistics of the 
gas theory and other thermodynamic disciplines applicable 
till then.
Both authors calculated that the intensity of the radiation 
emitted by the black body radiator was proportional to the 
square of the frequency of the radiated light.
According to the most elementary experiences, however, 
the intensity at high frequencies (UV light) is close to zero. 
All attempts to eliminate this contradiction using classical 
physics (there was no other kind at the time) failed.
It was an absolute catastrophe.
Try and imagine what physicists must have felt at that time. 
After thinking that physics was a complete science and 
nature could be interpreted without any problems, this was 
a shock that caused many doubts. 

1.3.1	 Radiation law u(λ,T)
Max Planck (Verh.dtsch.physik.Ges.(14.Dec.1900) and 
Ann.Physik(4)Vol.4(1901)P.553-564) found a solution to 
this UV catastrophe (still called so today) with a totally 
new hypothesis according to which the absorption and 
emission processes should be carried out in an elementary 
way. The strange relationship, where the energy in such an 
elementary process is proportional to the light frequency is 
still applicable.

E = h n ( 1.3.9)
The proportional factor h is known as Planck’s constant or the 
quantum of action. Planck was able to formulate a radiation 
law with the help of this hypothesis which has proved 
successful till today. Planck determined this constant, h = 
6.57 10-34 Ws2 through comparative measurements. Today’s 
value is 6.626196 10-34 Ws2. Planck laid the foundations for 
quantum physics with his hypothesis. As we know from 
history, it took a long time for classical physicists to admit 
that classical physics is only marginal to quantum physics.
Let us now return to the derivation of the function E(l,T), 
which was mainly influenced by Rayleigh and Jeans but 
finally formulated by Planck. We will imagine the full ra-
diator to be a cube with the edge length L

Z

X

Y

L

Fig. 4:  Cavity resonator with standing light waves

We found out in chapter 1.3 (Fig. 2) that the inner walls 
of the black body radiate and absorb. There is obviously 
a radiation field within the box which consists of standing 
waves since there is a reverse radiation to the wall and from 
the wall. We must first try and answer the question, how 
many standing light waves of a particular wavelength l 
are present in a box with edge length  L . We will carry 
out the same procedure for every possible wavelength. The 
possible number of standing waves in each case will give 
us the answer to the question, how much energy does the 
particular number of standing waves have . This type of 
box has been shown in Fig. 4.
Only standing waves that can fit into the box are formed, 
i.e. the distance between the nodes must be integral to the 
length L. Since the distance between the nodes is just about 
half that of the wavelengths, the condition
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L n=
l
2

( 1.3.10 )

must be fulfilled. In this case n is a whole number and l is 
the wavelength of light radiation. In Fig. 4 only the waves 
formed in the direction of the Y-axis are shown. The same 
is applicable to the Z or X axis. We must also take the pos-
sibility of a three dimensional standing wave, as shown in 
Fig. 5, into consideration.

Z

X

Y

Fig. 5:  Spatial standing wave propagating in the ZY-plane

At this point, if not before, the wave vector must be intro-
duced:



K e= ⋅
⋅2 p
l

( 1.3.11 )

The vector 


K  points in the direction of propagation of 
the light wave. 

e = (ex,ey,ez) is its directional vector where 
e = 1.The amount of 



K  is also called the wave number:


K =
⋅2 p
l

( 1.3.12 )

The dimension of the wave number is m-1 and for practical 
reasons spectroscopists would prefer this to be in cm-1. The 
propagation of light can be shown and described in an 
easier way because of the introduction of the wave vector. 
This is clarified in Fig. 6, which shows the situation of Fig. 
5 using wave vectors.

Z

Y

K

L

Fig. 6:  Like Fig. 5 but representation with wave vectors

According to Eq. 1.3.10 the condition L = nλ/2 must be ful-
filled if standing waves are to be formed. We can see in Fig. 
6 that the wave vector is represented by its orthogonal com-

ponents. Therefore the following condition is applicable 
for the formation of standing waves in any given direction 
in space:

( )

K n n n
L

= ⋅1 2 3, ,
p

( 1.3.13 )

and

( )

K K
L

n n n= = ⋅ + +
p

1
2

2
2

3
2 ( 1.3.14 )

If we now use the relationship between the wavelength l, 
the frequency n and the speed c of light waves

n
l

w p n= = ⋅
c   or with  2 ( 1.3.15 )

the frequencies of the standing waves can also be deter-
mined by:

( )w
p

=
⋅

⋅ + +
c

L
n n n1

2
2
2

3
2 ( 1.3.16 )

What has been achieved till now ? We know that standing 
light waves - or to put it differently - a stationary radiation 
field, can be formed in a cubic box (resonant chamber). This 
involves discrete, integral values n, which show how many 
oscillation nodes are formed at a given length L of the cavity 
and at a particular wavelength or frequency. Every n or ni 
fulfilling Eq. 1.3.16 marks a particular state of the radiation 
field. This state defined by n is called the oscillation 
mode or simply“ mode“. The answer to the question, how 
many such modes exist in a particular frequency interval 
provides the spectral energy distribution of the emission 
of a black body radiator. But first we have to find out the 
number of possible modes. This is done simply by counting 
them. We will use a trick for this purpose that is often used 
in statistical physics and which is shown in Fig. 7.

R
K

n1

n2

n3

Fig. 7:  Representation in the wave vector coordinate system

If we remember the equation with a sphere with radius R

R x y z= + +2 2 2 ( 1.3.17 )

and write Eq.1.3.14 in the form

K L
n n n

⋅
= + +

p 1
2

2
2

3
2 ( 1.3.18 )

then compare it to Eq.1.3.17 the result will be an analogous 
equation. We can take Eq.1.3.18 as an equation for a sphere. 
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The radius of this sphere is K L/p or 2L/l and n1 n2 n3 
represent the x y z coordinates. Because the n’s are inte-
gral and positive they can produce only an eighth of the 
full sphere, formed from a three dimensional lattice with 
the lattice constant 1. Therefore only those wave vectors 



K  
whose components coincide with the n values are permis-
sible, or to put it differently, every intersecting point of the 
lattice produces a valid solution for a wave vector 



K  of 
a standing wave. The answer to the question posed at the 
beginning, regarding the number of modes required for a 
given length L of the resonant cavity can, in fact, be found 
after simply counting the intersecting points of the lattice. 
This can also be done analytically, using the formula for the 
volume of a sphere.

V Rsphere = ⋅ ⋅
4
3

3p ( 1.3.19 )

For an eighth of a sphere with a “radius” for an upper fre-
quency limit at wmax.

N
L

c
( )max)w p

w
p

= ⋅ ⋅
⋅
⋅









1
8

4
3

3

( 1.3.20 )

Since vertically polarized light is not mutually influencing 
the number N of modes increases by a factor of 2 and we 
obtain the following solution:

N
L

c
( )max)w

p w
p

= ⋅
⋅
⋅









3

3

( 1.3.21 )

If we divide Eq.1.3.21 by the volume L3 of the resonant cav-
ity, we obtain the mode density n(wmax)

n
c c

( )maxw
p w

p
p n

= ⋅
⋅





 = 



3

8
3

3 3

( 1.3.22 )

By differentiating  after dn, we get the mode density in a 
frequency interval dn

( )dn
c

dn
p

n nmax = ⋅
8

3
2 ( 1.3.23 )

Up to this point, calculations were made according to 
Rayleigh. Rayleigh then followed the laws of the kinetic 
gas theory to obtain the spectral energy. When using this 
law the energy Em = 1/2kT is attributed to every degree of 
freedom of a system in equilibrium. In this case k is the 
Boltzmann constant and T the absolute temperature. The 
average kinetic energy in harmonic oscillations is equal to 
the average potential energy. Therefore the energy per de-
gree of freedom for harmonic oscillation processes is kT. 
Rayleigh’s result, the so called UV catastrophe, was as fol-
lows:

( ) ( )

( )

u T dn k T

u T
c

k T d

n n

n
p

n n

,

,

max= ⋅ ⋅

= ⋅ ⋅ ⋅
8

3
2

( 1.3.24 )

Of course, Rayleigh knew that his results contradicted the 
experiments, but they corresponded perfectly to the laws of 
physics known up to that time. The starting point for these 
laws is the Boltzmann distribution.

1.1.1	 The Stefan-Boltzmann Laws
Ludwig Boltzmann lived from 1844-1906 and is the found-

er of the atomic theory and electrodynamics. In 1879 J. 
Stefan deduced, from measurements taken by French phys-
icists, that the density of energy for all frequencies of a res-
onant cavity is the same and equal to a constant multiplied 
by the temperature to the power four.

( ) 4TkTE ⋅= ( 1.3.25 )

Stefan presumed that this law applied to all radiators. In 
1884 Boltzmann limited it to black bodies and finally de-
rived and formulated it. It has been confirmed by measure-
ments and its fundamental importance lies in the proof that 
a volume filled with radiation can be treated as if there were 
a gas in the volume. Boltzmann got his results by using 
statistical methods. Just as a probability is calculated by 
cubing a certain number, Boltzmann solved the problem of 
how many particles of a gas dissolve out of the total quan-
tity N at a temperature T within an energy interval dE. His 
result was the important Maxwell-Boltzmann distribution:

dn
N k T

E e dE
E
kT= ⋅ ⋅

−8
2 23

/ p
( 1.3.26 )

Boltzmann obtained as average energy for all three degrees 
of freedom of a gas molecule using Eq.1.3.26.
Em = 3/2 k T ( 1.3.27 )

and thus found the T4 law (The Stefan-Boltzmann Law) 
which was also correct for the resonant cavity. Lord 
Rayleigh used these findings, which were proved to be 
right. But this still led to the UV catastrophe, which Planck 
solved with his new hypothesis and which showed that 
Rayleigh was right, but only under certain conditions.

1.3.2	 Planck’s Radiation Law
Max Planck carried out the classical calculations once more, 
but this time he intuitively understood that only energies 
that fulfilled the condition

E = n h n ( 1.3.28 )
were permissible. Without being aware of the future con-
sequences, i.e. the development of a new kind of physics 
called quantum physics, Planck maintained that the radia-
tion energy was not distributed continuously, as physicists 
had correctly assumed till that point, but in an integral 
quanta n. However, a constant h was necessary for the 
required dimension of energy on the right hand side of 
Eq.1.3.28. Boldly assuming this, he calculated that the av-
erage energy Em was no more kT as Rayleigh had assumed 
based on Boltzmann’s work, but

E
h

e
m h

k T

=
⋅

−
−

⋅
⋅

n
n

1
( 1.3.29 )
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Fig. 8:  Planck’s law of radiation for different temperatures 
of the black body radiator

If this is multiplied with (1.3.23) the energy density u(n,T), 
analogous to the way Rayleigh proceeded, would now re-
sult in

( )u T
c

h

e
dh

k T

n
p n

nn, = ⋅
⋅

−
⋅

−
⋅
⋅

8

1
3

3

( 1.3.30 )

With n = c/l Eq.1.1.30 is a function of the wavelength

( )u T c h

e
dh c

k T

l
p
l

l
l

, =
⋅

⋅
−

⋅
−

⋅
⋅

8

1
5 ( 1.3.31 )

This is the famous Planck Radiation Formula, and we have 
now completed the derivation of the energy of a full ther-
mal radiator as a function of its temperature and the distri-
bution of energy on wavelengths emitted by the radiator. 
In Fig.8 this function has been calculated and graphically 
represented for three temperatures. If we analyze the di-
mensions of u(l,T) we will get Ws/m3 or energy per unit 
volume of the black radiator. However this variable poses 
problems in radiation physics since the volume of the black 
body radiator cannot be measured immediately. The energy 
per unit of volume is transported at a speed c and distrib-
uted over the entire solid angle W = 4 p W0. W0 is the unit of 
the solid angle.(see point 1.5.4) We must now define

u T c L T

T c u T

e( , ) ( , )

( , ) ( , )

l p l

l
p

l

⋅ = ⋅ ⋅

=
⋅

⋅

4

4

0

0

W

W
Le

( 1.3.32 )

Le(l,T) has the dimension Wm-2 sr-1 and is known as 
radiance. sr is the steradian and is defined under 1.5.4.
Let us now return to Planck’s radiation law, which will now 
be written in units of radiance.

( )L T c h

e
e h c

k T
l

l

l
l

, =
⋅
⋅

⋅
−

−
⋅
⋅

2

1

2

0
5W ( 1.3.33 )

Lel (l,T) is the radiance per wavelength interval dl and 
is therefore called spectral radiance. It is only through 
the integration over all l that radiance is formed. The 
connection between radiance and luminance that is so 
important in photometry will be explained in chapter 1.5.1.

1.4	 Cold Light
We have learned about one kind of light production and 
have also described the radiation of bodies at a temperature 
T. At the same time as these examinations and calculations 
were being carried out, spectroscopists were working on 
the meaning of light emission and the absorption of atoms 
and molecules which, contrary to the continuous radiation 
of the thermal radiator showed a structure that was char-
acteristic for certain atoms and molecules. Apart from its 
function as a source of light, physicists were primarily in-
terested in the meaning of spectra, since they could find 
out more on the structure of atoms and molecules in this 
way. After the research into the physics of atoms also came 
to standstill, Niels Bohr took up Max Planck’s hypothesis.

E2

E1

Electron orbits

Nucleus

Fig. 9:  Bohr’s Atom 

He expounded his existing theory on the atom model and 
said that the light emitted or absorbed by atoms could only 
have an energy of E2-E1 = hv (Fig. 9). The work and mea-
surements had proved that discrete energy must be antici-
pated for both resonant cavities and appearances of atomic 
emissions. Einstein began looking for a single description 
for both these sources of light. He was able to solve this 
problem in 1917 when he derived Planck’s hypothesis once 
more in his own way. He thought of a way of combining 
both light sources. Instead of a sphere, like the one we 
used in Fig.2, he put an ensemble of “Bohr” atoms in the 
resonant cavity at a temperature T. In thermal equilibrium 
E(n,T) will be an energy distribution which must be marked 
by the qualities of the atoms as a  “cold light source”. The 
new distribution E(n,T) must be found. The first step is to 
examine the atom ensemble, which we presume has only 
two energy levels, as shown in Fig. 9. Since the atoms are 
in a radiation field, they can take up or absorb energy. The 
absorption is connected to an emission. If we call the num-
ber of electrons in state 1, n1, the temporal change in this 
quantity will be

( )dn
dt

B n u1
12 1= − ⋅ ⋅ n ( 1.4.1 )

In this case u(n) is the density of energy at the frequency 
at which the transition from state 1 to state 2 is resonant, 
i.e. it is the frequency at which E2-E1=hn is fulfilled. This 
frequency is called the resonant frequency. It is evident that 
the temporal change from dn1/dt is dependent on the num-
ber n1 itself, on  one hand, and on the density of energy of 
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the radiation with the frequency n, on the other. A con-
stant B12 is necessary for a correct equation in terms of di-
mension. The minus sign is required because the number of 
electrons in state 1 decreases through the absorption . The 
same observation is carried out for state 2. We will call the 
number of electrons in this state n2. The electrons return to 
state 1 from state 2 whilst emitting radiation. The transition 
from 2 to 1 is released (induced) by the existing radiation 
field of the resonator and takes also place coincidentally 
(spontaneously). So, two types of emission are responsible 
for depopulating state 2, the induced and the spontaneous 
emission. The temporal change in the number n2 is

( )dn
dt

B n u A n2
21 2 21 2= − ⋅ ⋅ − ⋅n ( 1.4.2 )

Nothing has been left out of the last term since the spontane-
ous emission does not depend on the surrounding radiation 
field and is of a statistical nature. It takes place even when 
there is no radiation field. Until the principles of quantum 
mechanics were defined by Heisenberg and Schroedinger, 
it was accepted that spontaneous emission was similar to 
radioactive decay, in that it could not be influenced from 
the outside. Quantum electrodynamics has shown that a 
spontaneous emission is an emission induced by zero point 
energy. So as not to take this too far at this point, the fol-
lowing must be noted with reference to zero point energy.
In the cavity there is an average field energy of at least E0 
=1/2 hν. The spontaneous emission is triggered off by this 
energy.
Let us go back to our resonant cavity-two level atom system. 
In stationary equilibrium, the same number of electrons 
must go from state 1 to 2 ( with a photon being absorbed 
from the radiation field) and vice-versa (emission of a pho-
ton into the radiation field)

dn
dt

dn
dt

1 2= ( 1.4.3 )

or
( ) ( )B n u B n u A n12 1 21 2 21 2⋅ ⋅ = ⋅ ⋅ + ⋅n n ( 1.4.4 )

The Boltzmann distribution is also valid in the thermal 
equilibrium for the population numbers of level 1 and level 
2

n n e n n e
E E

k T
h
k T

2 1 2 1

2 1

= ⋅ = ⋅
−

−
⋅

−
⋅
⋅ or  
n

( 1.4.5 )

By substituting ( 1.4.5 )  in ( 1.4.4 ) we get

( )u T
A
B

e B B
h
k T

n n,
/

= ⋅
−

−
⋅
⋅

21

12
21 12

1
( 1.4.6 )

Since Planck’s law must be valid also in equilibrium we 
get by comparison of ( 1.3.33 ) with ( 1.4.6 ) the significant 
Einstein coefficients

B B
A
B

h
c12 21

21

12

3

38= = ⋅
⋅  und  p
n

( 1.4.7 )

1.4.1	 Natural line width
Let’s look on Eq. ( 1.4.1 ):

( )dn
dt

B n u1
12 1= − ⋅ ⋅ n

B12 can be considered as the probability for a transition 
from level 1 to level 2 by absorption.
This is also analogous to the coefficient B21, which how-
ever indicates the probability of the reverse process, i.e. the 
emission.
The coefficient for the spontaneous emission A21 gives us 
another interesting piece of information on the system, 
which is easy to find.
Let us take, for example, the process of the spontaneous 
emission by itself.

dn
dt

A n2
21 2= − ⋅ ( 1.4.8 )

This differential equation can be solved using the additional 
equation

( )n t C e t
2 = ⋅ − ⋅a ( 1.4.9 )

a = A21 can be found by comparing the two and the solution 
will then be

( ) ( )n t n t e A t
2 2 0 21= = ⋅ − ⋅ ( 1.4.10 )

Fig. 10 shows this function graphically. This curve and 
A21 can be determined experimentally. The time t which 
n2(t) took to gain the value n2 (t=0) e-1 must be deduced. 
The result will then be t = 1/A21. Obviously the reciprocal 
value of the Einstein coefficient A21 represents a suitable 
definition for the “life time t of a state“

0.0

0.5

1.0

re
l.

Po
pu

la
tio

n
D

en
si

ty

t=1/A21 Time t

n/n0=1/e

Fig. 10:  Decay curve of the population of a state

More information can be obtained from the disintegration 
curve. Photons or a radiation field are produced because 
of the transition from state 2 to 1. However, the intensity 
of the radiation decreases exponentially with the time (Fig. 
10). In view of the preceding findings, the frequency of the 
radiation should be fixed to E2-E1 = h n0.
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Fig. 11:  Spontaneous emission as a damped oscillation

A power spectrum of the spontaneous emission is obtained 
using a Fourier analysis for non-periodic processes, which 
has the main frequency n0 apart from other frequency parts. 
The result of this kind of Fourier transformation is illus-
trated in Fig. 12.

FWHM δν

Frequency

re
l.

Am
pl

itu
de

ρ(
ν)

ν0 ν
Fig. 12:  The Fourier transformation of a damped oscillation 
as observed for spontaneous emission. It consists of the tran-
sition frequency n0 and a complete spectrum described by a 
Lorentz function.

The Fourier transformation of the damped oscillation gives 
the following result:

( )
( ) ( )

r n
p n n t

=
⋅ − + ⋅

1
4 1 22

21
2 2/ s

 
( 1.4.11 )

This type of curve represents a Lorentz curve. n21 (also 
called n0) is the resonant frequency and

 
t s A

=
1
21

the average life time of state 2. The FWHM (Full Width at 
Half Maximum) of the curve as shown in Fig. 12 is calcu-
lated by inserting the value of r(n) = 1/2. The result is:

( )δ n
pnat A= ⋅
1

2 21 ( 1.4.12 )

which is the natural line width of a transition, defined by 
the Einstein coefficient A21 which has a particular value 
for every transition. The results obtained can also be in-

terpreted as if the state 2 did not have any clearly defined 
energy, but a broadening with half-width DE = 2 p h A21.. 
This means that the state is somewhat blurred. Quantum 
mechanics has shown this effect to be extremely important. 
It is known as the Heisenberg uncertainty principle, after 
the person who found it. In the case of normal optical tran-
sitions the value of ts lies between 10-8 to 10-9 seconds. This 
life time, determined by spontaneous transitions alone, is 
crucial for the so called natural width of a spectral line. To 
clarify the ways in which we term things, we must empha-
sise briefly at this point, that there is a difference between 
the width of a state and the width of a line, as well as be-
tween the terms state and line. There are always states for 
atoms and it is never stated whether the state is occupied 
or empty. A line is only formed if an emission is caused 
by the transition from, for example, state 2 to 1. The line is 
a word commonly used by spectroscopists. They use their 
spectroscopes to produce photographic plates, for example, 
on which fluorescent light is shown according to its wave-
lengths. The use of slits in the optical beam path makes it 
easier to evaluate the spectra.  A line spectrum of this kind 
is shown in Fig. 13.

Fig. 13:  Recording the emission of a light source with cor-
responding energy levels results in a line spectrum

Apart from the emission wavelengths, the spectrum in Fig. 
13 shows the line widths. It must be observed, in this case, 
that the measuring apparatus makes the line widths seem 
wider than they actually are. Naturally, it was the aim of 
spectroscopists to create instruments which could give the 
closest reading of the actual line widths.
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1.4.2	 Line broadening
Based on the previous explanation, transitions can only oc-
cur if the energy of the photon absorbed or emitted falls 
within the natural width of the transition.

ν22

∆ Ε

ν11

Fig. 14:  “ Uncertainty“ of energy levels because of the natu-
ral line width

Actually, nature is not so critical and we can observe that 
even photons take part in processes which deviate slightly 
in energy. This is because the energy levels are broadened 
in addition to the natural line width, due to various mecha-
nisms. The natural line width is actually very small com-
pared to other broadening effects. There is a broadening dE 
which depends on the temperature of the atoms and how 
they are influenced by the interaction with their environ-
ment. This leads to the acceptance of photons within this 
area. The width of the transition is indicated by its FWHM 
in each case. All of this also applies to the emission.

1.4.3	 Homogeneous line broadening
A line is homogeneously broadened when all the atoms or 
molecules have the same characteristics and all of them 
interact with their environment in the same way. The 
natural broadening is a homogeneous broadening, since 
it is the same for all atoms and molecules in an ensemble. 
Homogeneous broadening can be found in solids with regu-
lar crystal structure in which the atoms considered are in 
equivalent lattice sites. The interactions with the crystal lat-
tice lead to a broadening of the states that is far beyond the 
natural width, but which is homogeneous when the lattice 
sites are symmetrical and of equal value. Gases are known 
for their inhomogeneous broadening and this will be dis-
cussed in the next section. In this case the absorption and 
emission lines are no more  homogeneously but inhomoge-
neously broadened.

1.4.4	 Inhomogeneous line broadening
Materials in which atoms and molecules have different 
qualities do not behave in the same way as solids. This is 
particularly obvious in gases where atoms or molecules 
move more or less freely at varying speeds v. The num-
ber of particles n(v) in a total quantity of N with a mass 
m within a speed interval of v to v+dv is described by the 
Maxwell-Boltzmann distribution.

( )
n

kT m
e d

m
kT( )

/
v

N
v v

v2

= ⋅ ⋅
−4 1

2

2

23p
( 1.4.13)

The above equation applies to all directions in space. To 
make things simple, we will take into consideration only 
one direction, e.g. the direction x :

n
N

k T
m

e d
m

x
( )v vx

v
k T

x
2

=
⋅ ⋅

⋅ ⋅
−

⋅
⋅2 ( 1.4.14 )
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Fig. 15:  Distribution of N2 molecules according to their speed

1.4.5	 Doppler broadening
The passive observer will now see a shift in the absorption 
or emission frequency   due to the speed of the particles. 
The value is

n = n0 ( 1 ± v / c )          ( v << c ),

n0 is the absorption or emission frequency of the resting 
particle and c is the speed of light. This phenomenon has 
been named the Doppler effect after its discoverer (Ch. 
Doppler, Abh. D .K. Boehmischen Ges. d. Wiss. (5), Vol. 
II (1842) P.465).
If Doppler’s equation is inserted in the equation for the dis-
tribution of speed n(vx), the line broadening produced by 
the movement of particles is obtained. Since the intensity is 
proportional to the number of emitting particles the distri-
bution of intensity will be

I v I v e
c v v

vw( ) ( )
( )

= ⋅
− ⋅

−

0

2

2
0

2

0
2v ( 1.4.15 )

νw is the most probable speed in this case.

vw =
⋅ ⋅2 k T
m

( 1.4.16 )

The calculation for the FWHM is done in the same way as 
with the natural line width and the result is

Dv v
c

k T
mdoppler = ⋅ ⋅ ⋅

⋅ ⋅4 2 20ln ( 1.4.17 )

This result shows us that the line broadening is increasing 
due to the Doppler effect when there are higher frequencies 
n0 or smaller wavelengths (IR) and higher temperatures. 
The line broadening is smaller when the mass m of the par-
ticles increases. The line profile corresponds to a Gaussian 
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distribution (Fig. 16).
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Fig. 16:  Inhomogeneous line profile with speed intervals dv

The histogram is close to the smooth curve when the speed 
intervals dv are small. You may wonder what the purpose 
of these speed intervals dv or frequency intervals dn is. 
Strictly speaking this has formal reasons. All the results 
given till now are based on statistical statements. Reducing 
an interval to zero would be like talking about taking out a 
particle with an exact speed or frequency from an ensemble. 
It is almost impossible for this to succeed. So, the concept 
of intervals was introduced to describe the intervals on 
the basis of definite probabilities. If this is achieved the 
intervals can be made smaller and we can work with 
„smooth curves“. Thanks to Einstein’s work we now have 
a common description for thermal and cold radiators. 
Both these types of “lamps” are indispensable in modern 
technology. The incandescent lamp, which provides light 
to us daily is a thermal radiator. Technically, cold radiators 
such as fluorescent or arc lamps are some of the most 
important light sources with which high luminous powers 
are produced to light up large areas. We must not fail to 
mention the laser, another important cold radiator, which, 
however generally does not count as a light source because 
of its special characteristics. In actual fact, a cold radiator 
emits a line spectrum with a comparatively narrow band 
width, consisting of a number of lines. Radiators with an 
emission suited to the sensitivity of the human eye (Fig. 1) 
are wanted for lighting purposes. This is why the pressure in 
this type of lamp is increased. The lines are then broadened 
and the desired emission spectrum is adjusted. The effect 
causing line broadening due to increased pressure is known 
as pressure broadening and is explained in the next chapter.

1.4.6	 Pressure broadening
Let us first observe the situation where the atoms are wide 
apart from each other. This is the case at pressure P1. As 
shown in chapter 1.4.1 the emission spectrum consists of 
narrow lines superimposed by the unavoidable Doppler 
broadening. If we increase the pressure to P2, the number 
of atoms per unit volume will increase. Now the atoms are 
packed more densely together. There energy states will 
change at this point, due to the interaction of their electrons. 
The average distance ra of the atoms depends on pressure 
and temperature of the gas used. Unlike regular solids, 
e.g. crystals, the value of ra is not discrete but statistically 
distributed. Several transitions between energy levels are 
therefore possible and the original line spectrum becomes 

a band spectrum. If the pressure is increased even further, 
ra becomes smaller and the width of the emission bands 
increases.

E1

E2

E3

En
er

gy

ra

Distance of atoms

P1 P2

Fig. 17:  Line broadening by atom approach caused by in-
creasing the pressure from P1  to P2

Fig. 17 shows that in addition to this, the central energy and 
the main wavelength of the emission band is also displaced. 
It is then the job of the lamp designer to find suitable atoms 
for his lamps, to adjust it to an optimal pressure for a light 
emission that has a good efficiency on one hand, and is 
adapted to the spectral sensitivity of the eye on the other. 
Objective measurement procedures and measuring units 
must be prepared for the light to judge the progress of 
the work on lamps. This will be taken up in the following 
chapter 1.5.

1.5	 Light engineering - Photometry
Whereas the variables of radiation in the optical area are 
usually measured in watt seconds or watts, the visible 
part of optical radiation has its own photometric variables 
with a basic variable known as candela (cd). It is the sixth 
variable apart from the basic variables length (m), mass 
(kg), time (s), intensity of current (A) and temperature (T), 
which were laid down at the 10th International Conference 
for Weights and Measures in  1954. All these variables have 
a standard which is standardised world-wide by calibrating 
institutes. Take length, for example. For a long time its 
standard was the primary standard meter in Paris, but it 
is now defined by the time it takes for light to pass over 1 
meter in vacuum. The standards for mass, time etc. are also 
well known. The standard for the measurement of variables 
in light engineering, however, are not so well known, since 
we do not come across them very often in our daily lives. 
But they are indispensable in the preparation of lighting 
equipment for the various kinds of places people inhabit.

1.5.1	 Variables in light engineering
In the previous chapters we deduced the radiation laws for 
thermal and cold radiators. In the process of doing so, we 
have taken the whole optical and spectral range into con-
sideration, which covers a wavelength range of 0.2 mm to 
approx. 1 mm. In light engineering or photometry however, 
only the range that can be perceived by the human eye is 
of interest.
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Fig. 18:  Sensitivity curve of the human eye for day view 
(curve A) and Planck’s energy distribution of a black Plati-
num radiator at its point of solidification of 2048 K (curve 

Wavelength in nm Sensitivity V(λ)
380 	 0,0000
390 	 0,0001
400 	 0,0004
410 	 0,0012
420 	 0,0040
430 	 0,0116
440 	 0,023
450 	 0,038
460 	 0,060
470 	 0,091
480 	 0,139
490 	 0,208
500 	 0,323
510 	 0,503
520 	 0,710
530 	 0,862
540 	 0,954
550 	 0,995
560 	 0,995
570 	 0,952
580 	 0,870
590 	 0,757
600 	 0,631
610 	 0,503
620 	 0,381
630 	 0,265
640 	 0,175
650 	 0,107
660 	 0,061
670 	 0,032
680 	 0,017
690 	 0,0082
700 	 0,0041
710 	 0,0021
720 	 0,00105
730 	 0,00052

740 	 0,00025
750 	 0,00012
760 	 0,00006
770 	 0,00003
780 	 0,000015

Table 1: Values of the sensitivity curve V(l) of the human 
eye for day view
Since the sensitivity of the eye is a subjective variable, the 
International Commission for Lighting has laid down the 
course of the spectral response of the eye V(l). Several 
measurements were taken on people to obtain a statistical 
result for this purpose. Photometry considers the subjective 
spectral response (sensitivity) of the human eye combined 
with strict physical rules. The sensitivity of the human eye 
is the measure of all things in photometry. It has always 
been a horrendous task for the serious physicist to define a 
new entity, i.e. current for lighting purposes, by superim-
posing physical realizations on to a fictitious, physiological 
variable. But this definition has remained useful in technol-
ogy and more is not required anyway. However, work on 
the serious physical definition of photometric variables is 
still in process.

1.5.2	The radiation equivalent Km
We can now try to connect the photometric variable Lv with 
the radiometric variable Leλ(λ,T) in the following form :

K L
L T V dm

v

e

=
⋅ ⋅∫ l l l l( , ) ( ) ( 1.5.1 )

Km is a factor of proportionality which controls the calcu-
lations of the radiometric variables into photometric vari-
ables. We now obtain the photometric variable Lv(T), called 
luminance, analogous to the radiance Lel (l,T), defined us-
ing Planck’s radiation formula for a black body. In table 2 
the relevant variables of radiation physics (radiometry) are 
shown next to those of light engineering (photometry). We 
will be paying particular attention to the luminous intensity 
measured in Candela (cd), which is the sixth basic variable 
in the internationally standardised system. A black body 
radiator at a particular temperature is used for the defini-
tion of the unit Candela. This temperature should be as high 
as possible to ensure a high proportion of visible radiation. 
In addition to this the temperature T must be known. It is of 
advantage, in this case, to use materials which have a high 
latent heat. The temperature can thus be kept constant for 
as long as possible in the phase of transition from the liq-
uid to the solid state. This occurs, for example, in platinum. 
How to set up an apparatus which defines the Candela will 
be discussed in Chapter 1.6.1.

Variables in radiometry Variables in photometry
Variable Symbol Unit Variable Symbol Unit
Radiant Intensity Ie Wsr-1 Luminous intensity Iv Candela (cd)

Radiant Power Fe Watt (W) Light Flux Fv
cd sr 

Lumen (lm)

Radiant Energy Qe W s Quantity of Light Qv
cd sr s 
lm s

Radiance Le Wsr-1m-2 Luminance Lv cd m-2

Irradiance Ee Wm-2 Illuminance Ev Lux (lm m-2)
Radiant Efficiency he % Luminous efficiency hv lm W-1
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Table 2: Comparison of important variables of radiometry and photometry

1.5.3	 Calculating Km
Table 3 shows the values calculated according to Planck’s 
radiation formula of Lel (li,T=20450K) and the values of the 
spectral sensitivity of the eye taken from Table 1. Both sets 
of values have been put together and the product of both 
has been formed. Finally Km is determined by numerical 
integration. We often find deviant values for Km in other 
quotations which are probably based on different V(l) or 
the integration method used. Here, we must point out that 
contrary to the classic basic units the standard value found 
for the Candela cannot be more precise than 10-3.

Wavelength in nm

rel.Eye
Sensitivity

400 500 600 700 800 900
0

10

20

30

40

0.0

0.2

0.4

0.6

0.8

1.0

R
ad

ia
nc

e
in

W
sr

-1
m

-2
nm

-1

1

2

3

Fig.19: Determination of Km, (1) calculated due to 
Planck’s formula at T=20450K, (2) sensitivity curve of 
the human eye, (3) product of both curves

Table 3: Calculation of Km
nm Lel(li,TPt) 

Wm-2sr-1nm-1
V(li) Lel(li,TPt) V(li)×

380 0,13655302 0,0 0,0
390 0,19279795 0,0001 0,00001928
400 0,26669897 0,0004 0,00010668
410 0,36202784 0,0012 0,00043443
420 0,48292693 0,004 0,00193171
430 0,63386674 0,0116 0,00735285
440 0,81959208 0,023 0,01885062
450 1,0450589 0,038 0,03971224
460 1,3153637 0,06 0,07892182
470 1,6356682 0,091 0,14884581
480 2,01112124 0,139 0,27954585
490 2,44678054 0,208 0,50893035
500 2,94753627 0,323 0,95205422
510 3,51803833 0,503 1,76957328
520 4,16262906 0,71 2,95546663
530 4,88528255 0,862 4,21111356
540 5,68955173 0,954 5,42783235
550 6,57852366 0,995 6,54563104
560 7,55478369 0,995 7,51700977
570 8,62038839 0,952 8,20660974
580 9,77684726 0,87 8,50585712
590 11,02511293 0,757 8,34601049
600 12,36557925 0,631 7,8026805
610 13,79808679 0,503 6,94043765
620 15,32193506 0,381 5,83765726
630 16,93590064 0,265 4,48801367
640 18,63826042 0,175 3,26169557
650 20,42681926 0,107 2,18566966
660 22,29894118 0,061 1,36023541
670 24,25158337 0,032 0,77605067

680 26,2813323 0,017 0,44678265
690 28,38444124 0,0082 0,23275242
700 30,55686855 0,0041 0,12528316
710 32,7943163 0,0021 0,06886806
720 35,09226859 0,00105 0,03684688
730 37,44602918 0,00052 0,01947194
740 39,85075811 0,00025 0,00996269
750 42,30150697 0,00012 0,00507618
760 44,79325256 0,00006 0,0026876
770 47,32092869 0,00003 0,00141963
780 49,87945609 0,000015 0,00074819
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1.5.4	The solid angle Ω
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Fig. 19:  Definition of the solid angle

The frequently used expression, solid angle dW will be clar-
ified once again with the help of Fig. 19. The solid angle dW 
is defined as the ratio of the spherical surface A to the total 
surface of the sphere of radius R:

d A
R

W =
⋅4 2p

 

For A = 1 m2  and R = 1 m (unit sphere)we get the unit of the 
solid angle, the steradian sr

1 1
4

sr ≡
p

The solid angle 1 sr cuts a cone out of the unit sphere with 
an angle u (see Fig. 19) If the surface of the corresponding 
spherical section is approximated by the circular surface p 
r2 we get with

A = π r2

for A = 1 m2

r =
1
p

and for u :
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sin( )u
p2

1
= =

r
R

or 	 u ≅ °34
Fig. 19 helps us to understand the individual terms such as 
luminous intensity, light flux etc. We imagine the radiating 
body to be dot-shaped. In practice, however, this is seldom 
the case, although it can be achieved if the presumed radius 
R of the sphere surrounding the radiator , is large enough. 
The light that passes by the solid angle unit is called radiant 
intensity Ie and is measured in W/sr. After evaluation with 
the spectral response of the eye V(λ) we obtain the lumi-
nous intensity Iv, given in Candela. The measurement of 
the luminous intensity is done either by measuring the ra-
diometric variables followed by calculating the photometric 
variable, or directly, by comparing it with a standard for 
luminous intensity (see Chapter 1.6).

1.5.5	 Luminous intensity
To measure the radiant intensity in Wsr-1, it is necessary 
to know the solid angle used during the measurement. A 
diaphragm with a radius r is used for this purpose and a 
distance R to the radiator is selected. The solid angle W for 
this arrangement is therefore

W = p r2/4 p R2 = r2/ 4R2

1.5.6	 Light flux
Let us measure the light flux radiated into the full solid 
angle. We will have to determine the radiant power fe. It 
results from the radiant intensity Ie by integrating over all 
solid angles dW from 0 to 4p.

F W We I de= ∫
0

4p

( ) ( 1.5.2 )

After evaluation with the spectral response of the eye v(l) 
we get the light flux which is given in units of cd sr. In case 
the radiator radiates uniformly in all directions of the space 
the radiant power will be:
F Fe e m eI K I= ⋅ = ⋅ ⋅4 4p p  and the light	flux v

1.5.7	 Luminance
Till now we have assumed that the radiator is dot-shaped. 
Now we are presuming a situation where the radiator has a 
surface a (Fig. 20). Radiation is beamed to the solid angle 
f from this surface a. We will now define the luminance as 
luminous intensity per surface unit.

υ

A

r

d

a

R

Fig. 20:  Surface radiator

At a distance d we will measure the radiant intensity Ie un-
der a solid angle determined by the surface A. The radiant 
intensity is the same on both surfaces a and A since they be-
long to the same solid angle. The radiance on the radiating 
surface a is, however, higher than on the surface A since

I
a

I
A

Ae e>  since a <

1.6	 Practical Photometry
1.6.1	 How the Candela is defined

1

2

3

4

Fig. 21:  Diagram of the black body radiator for demonstra-
tion of the basic unit Candela .(1) crucible (2) Thorium oxide 
tube, (3) Platinum (4) outlet diaphragm for radiation

The basic unit Candela (cd) corresponds to the luminous 
intensity I which is produced vertically from 1/600. 000 m2 
of the surface of a black body radiator at the temperature 
of solidifying platinum (T = 2045 0K) The principal set-up 
is shown in Fig. 22. A crucible (1) containing platinum (3) 
as well as small thorium oxide tube is placed in an oven, 
preferably heated by high frequency radiation. The small 
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tube is the actual black body radiator and the platinum 
serves the purpose of defining and maintaining the 
temperature. A constant temperature (2.045 degrees K) is 
maintained during the solidifying phase due to the latent 
heat of platinum. 

Platinum at 2045 °K
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Fig. 22:  Emission spectrum of Platinum at 2045 °K

The light from the black body radiator passes through the 
diaphragm (4)   and is prepared for further use through a 
deviating prism as well as imaging optics. The degrees of 
transmission of the used optics and the solid angle taken in 
by the radiation, must, of course be known.

1.1.2	 Secondary standards
As you can well imagine, it is mostly the privilege of in-
stitutes to use a radiator with platinum as a temperature 
reference since a minimum of 200-300 g of the extremely 
expensive platinum is required. Use of the black body radi-
ator is also very difficult since extremely high temperatures 
must be controlled. Due to the difficulties in implementing 
a Planckian radiator at high temperatures, the new possibil-
ities offered by narrow-band light sources such as LEDs or 
lasers that emit exclusively within the spectral range of hu-
man visual sensitivity, and advances in radiometry, a new 
definition of the candela was introduced in 1979. 

The candela is the luminous intensity, in a given direction, 
of a source that emits monochromatic radiation of frequen-
cy 540∙1012 Hz and that has a radiant intensity in that direc-
tion of 1/683 Watt per Steradian.

This definition bridges the gap between photometry and 
radiometry, which we will explore in the following experi-
ments.
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2.0	 Description of the Modules
In the experimental part which now follows the main 
objective is the measurement of the luminance. Further 
variables can also be measured. The measurement of 

the luminous intensity, however, which is much more 
demanding, will not be carried out. 

2.1	 Experimental set-up

Fig. 23:  Experimental set-up

2.1.1	 Module 1: Calibrated Power Meter

The PM400 console is designed to be used with Thorlabs’ 
power, position & power, and energy sensors to measure 
the optical power of laser light, other monochromatic, or 
near monochromatic light sources or the energy of pulsed 
light sources. The projected capacitive touchscreen uses 
multi-touch technology, allowing data displays to be 
zoomed and scrolled with hand gestures. Capacitive touch 
buttons on the front of the unit enable fast access to set the 
source wavelength or spectrum, a delta mode that shows 
the change in power from a user-selected set point, the ze-
roing function, and device main menu. The touchscreen is 
sensitive enough that it can be operated while wearing latex, 
nitrile, or cotton gloves. The screen is also backlit and can 
be dimmed to 1% of the maximum brightness.
In the simplest operating mode, power and energy mea-
surements can be viewed with a simulated analog needle 
or numerical display. Alternatively, data can be logged over 
time and saved to the device’s internal memory. A graph 
display allows the user to examine and analyze the results 
with multi-touch enabled zoom and scrolling features, 
while a statistics display allows the user to program and 

analyze a sequence of measurements. In addition to pre-
programming source wavelengths or spectra for calibrating 
their measurements, users can also enter and save up to 
twelve attenuation values or data files to correct for effects 
that external devices (such as filters or beamsplitters) may 
have on the power measurement. Measured data, calibra-
tion information, and attenuation curves can all be saved to 
the unit’s internal 4 GB flash memory. The user can modify 
and copy the files saved to internal memory by connecting 
the unit to a PC via the USB port.

The PM400 console is compatible with more than 35 pho-
todiode, integrating sphere, fiber, thermal, and pyroelectric 
sensors designed for use from the UV to the Mid-IR, avail-
able below. The Sensor Selection tab offers a comparison 
of the operating wavelengths and power or energy ranges 
for each sensor. Thorlabs’ compatible C-series sensors can 
be hot-swapped when used with the PM400 console. The 
sensor connector contains the sensor information, includ-
ing NIST-traceable responsivity curves, sensor types, and 
model numbers, which the PM400 uses to produce cali-
brated power measurements. These details can be shown 
on the sensor information display screen of the PM400. 
Alternatively, the console can be connected to compatible 
third-party and custom sensors via either the female DB9 
connector or the 14-pin auxiliary input (see the Specs and 
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Pin Diagrams tab for sensor compatibility information).

An external humidity sensor or combined humidity/temper-
ature sensor unit can be connected via the 14-pin auxiliary 
input (see the Pin Diagrams tab). This input also provides 
access to the four programmable I/O ports for controlling 
shutters, interlock devices, laser warning lights, and other 
common lab devices. Alternatively, a 2.5 mm stereo (3P) 
jack accepts the TSP-TH thermistor temperature probe, as 
shown in Figure G1.1.

A 3.5 mm mono audio (2P) jack provides a 0 to 2 V analog 
signal that corresponds to the ratio of the measured value to 
the full scale value; a BNC adapter for this jack is included 
so that the output can be easily viewed using an oscilloscope 
or other device.

Data can also be recorded via the USB PC connection and 
Optical Parameter Monitor (OPM) software. This software 
is capable of handling up to eight consoles simultaneously. 
The features of the PC control software are highlighted in 
the Software tab.

As the PM400 uses a projected capacitive touchscreen, the 
outer surface is glass that can be easily cleaned with any 
common screen cleaning fluid.

2.1.2	 Module 2: Thermal Sensor

Fig. 24:  S401C Thermal Power Sensor Head

The compact S401C Thermal Power Sensor Head is designed 
to provide high resolution and low-drift measurements and 
fast response times. The high-sensitivity thermal sensor en-
ables power measurements from 10 µW to 1 W in free-space 
and fiber-based applications. Thermal background compen-
sation is performed by monitoring the heat flow from the 
housing in addition to the heat flow from the sensor element; 
subtracting the two mitigates the influence of the ambient 
temperature on the power measurement. The S401C hous-
ing includes a removable threaded adapter aligned with the 
axis of the light input aperture that is compatible with any 
number of Thorlabs’ SM1-threaded (1.035”-40) accessories. 
This allows convenient mounting of external optics, fiber 
adapters, light shields, and apertures. 
When operating the sensor, allow it to settle to room tem-
perature and afterwards perform a zero adjustment. 
Although the sensor will correct for ambient temperature 
changes, we recommend operating the sensor head post 
mounted, rather than handheld, as thermal contributions 

from body heat can negatively impact the accuracy of the 
measurement. The active detector area should also be pro-
tected from air flow and other thermal disturbances. The 
S401C is compatible with all currently-available Thorlabs 
power meter consoles. The EEPROM built into the connec-
tor contains sensor identification information and the NIST- 
and PTB-traceable calibration data, which is used by the 
consoles.

Wavelength Range 190 nm - 20 µm
Optical Power Range 10 µW - 1 W (3 Wb)
Input Aperture Size Ø10 mm
Active Detector Area
10 mm x 10 mm 10 mm x 10 mm
Max Optical Power 
Density

500 W/cm2 (Avg.)

Detector Type Thermal Surface Absorber 
(Thermopile)

Linearity ±0.5%
Resolution 1 µW
Measurement 
Uncertainty

±3% @ 1064 nm

±5% @ 190 nm - 10.6 µm ±3% @ 1064 nm
±5% @ 250 nm - 17 µm
Response Time 1.1 s
Cooling Convection (Passive)
Temperature Sensor
(In Sensor Head) NTC Thermistor
Cable Length 1.5 m
Compatible Consoles PM100A, PM100D2, 

PM100D3, PM400, and 
PM5020

Compatible Interfaces PM101, PM101A, PM101R, 
PM101U, PM102, PM102A, 
PM102U, and PM100USB

2.1.3	 Module 3: V-Lambda Filter
A V-Lambda filter has the same spectral transmittance as 
the human eye. This enables measurements to be taken with 
a radiometer and allows the measured power to be converted 
directly into candelas.
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Fig. 25:  Spectral curve of a V-Lambda Filter
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The V-Lambda filter has a diameter of 25.4 mm and is 
mounted in a holder with a diameter of 30 mm. The holder 
with the filter is inserted into the mounting plate, where it 
is held in place by three spring-loaded balls. For the zero 
calibration, the filter is removed and replaced with a holder 
that does not contain a filter. The free opening is 22 mm.

2.1.4	 Module 4: Collimating Lens
A lens with a focal length of 150 mm and a diameter of 
38 mm is mounted in a mounting plate with a carrier. Its 
purpose is to more or less collimate the light from the light 
sources used in order to deliver sufficient intensity to the 
detector.

2.1.5	 Module 5 Light bulb socket GU10
The bipin lamp base is the standard for halogen lamp bases 
and is part of the IEC standard. However, LED bulbs with 
these bases are now also available. This lamp base was de-
veloped in 1892 by George Westinghouse for the World’s 
Columbian Exposition held in Chicago in 1893, to offer an 
alternative to the patented Edison base. [14]
Smaller versions with pins set closer together are also re-
ferred to as mini-bipin.
The letter “G” stands for glass, the material from which the 
bases are usually made.

Fig. 26:  Light bulb with GU10 socket

The additional letter “U” stands for “U-shape.” In this spe-
cial design, the lamp base has two transverse grooves in the 
glass into which a spring contained in the socket snaps on 
both sides to provide mechanical support for the lamp.
The number following the letters indicates the distance be-
tween the two pins in millimeters.

2.1.6	 Module 6: Tungsten Lamp
The Fig. 26 shows a Tungsten lamp with the GU10 socket.

0

0,1

0,2

0,3

0,4

0,5

0,6

0,7

200 300 400 500 600 700 800 900 1000 1100 1200

re
l. 

In
te

ns
ity

Wavelength in nm

without V-Lambda Filter

with V-Lambda Filter

Fig. 27:  Spectrum of the Tungsten lamp with and without 
the V-Lambda filter

Figure 26 shows the emission spectrum of the tungsten 
lamp.
Note that the spectrometer only operates up to 1200 nm. 
Therefore, the intensities in the near-infrared are missing. 
If you place the V-Lambda filter in front of the spectrom-
eter, you will obtain only the portion that is relevant to the 
human eye.

2.1.7	 Module 7: Energy Saving Lamp
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Fig. 28:  Spectrum of the Energy saving lamp with and with-
out the V-Lambda filter

A typical “cool white” fluorescent lamp utilizing two rare-
earth-doped phosphors, Tb3+, Ce3+:LaPO4 for green and 
blue emission and Eu:Y2O3 for red. For an explanation 
of the origin of the individual peaks click on the image. 
Several of the spectral peaks are directly generated from 
the mercury arc. This is likely the most common type of 
fluorescent lamp in use today.

2.1.8	 Module 8: White LED
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Fig. 29:  Spectrum of the white LED lamp with and without 
the V-Lambda filter

A blue or ultraviolet LED is combined with a photolumi-
nescent dye, also known as a phosphor.[11] Similar to fluo-
rescent tubes, this converts the short-wavelength light from 
the blue or ultraviolet LED into longer-wavelength light. 
The choice of phosphors can vary and determines the color 
temperature.
In the most common manufacturing process for white 
LEDs, gallium nitride is deposited epitaxially - usually 
via metal-organic vapor phase epitaxy (MOVPE) - onto a 
sapphire substrate. This creates the first layer of the GaN 
semiconductor crystal. The light-emitting layer typically 
consists of InGaN, whose blue light is partially converted 
by the phosphor into longer-wavelength light. In a new pro-
cess, the fundamental principles of which were developed 
in 2000 at Otto von Guericke University Magdeburg, the 
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expensive sapphire substrate is replaced by silicon.

2.1.9	 Module 9: Green LED
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Fig. 30:  Spectrum of the green LED lamp with and without 
the V-Lambda filter

The peak emission wavelength of the green LED is 525 nm 
and has a bandwidth of 50 nm. The entire Emission falls 
into the range of the visibility curve of the human eye.

2.1.10	Module 10: Mounting Plate for LED

Mounting Plate

LED

The LED lamps are integrated into a 25 mm housing with 
two click grooves. The LED module is placed into the 
mounting plate where it is kept in position by three spring 
loaded steel balls.
The LED lamps are powered by USB Power supply.
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3.0	 Measurements
3.1	 Experiment set-up

The experimental setup is very simple. Select a suitable 
lamp and place the corresponding socket on the rail. Next, 
place the converging lens (4), the V-Lambda filter (3), and 
the radiometric sensor (2) on the rail. Connect the sensor (2) 
to the console (1) and turn it on. Now move the converging 

lens so that as much light as possible falls on the sensor.
Make sure the sensor’s protective cap is unscrewed

Suggestion for a measurement table. 
Lamp Dark Power (mW) Power without Filter (mW) Power with Filter (mW) Calculated Candela
Tungsten 0.26 42 30
Energy Saving
LED White
LED Green
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